
Kensington Estates Green Streets Questions: 
 
 
Is there a target reduction in flow to Rock Creek? 
No. There isn’t a flow reduction target for Rock Creek as a whole. However, individual Green 
Streets practices are designed to remove pollutants, improve water quality, and as much as 
possible, reduce stormwater runoff volume. The targeted runoff reduction volume for each 
practice is referred to as the Environmental Site Design volume (ESDv). This volume is sized to 
replicate runoff from woods in good condition.  
More information on Environmental Site Design can be found here:  
http://mde.maryland.gov/programs/Water/StormwaterManagementProgram/MarylandStorm
waterDesignManual/Documents/www.mde.state.md.us/assets/document/Design%20Manual%
20Chapter%205%2003%2024%202009.pdf 
 
Are there regulations or mandates coming from the state or federal government? 
Yes. The Environmental Protection Agency (federal) requires large urban jurisdictions to control 
pollution in stormwater. The Maryland Department of the Environment (state) administers this 
to jurisdictions through a permitting process. The Montgomery County Department of 
Environmental Protection (county) implements projects to meet the requirements. 
More information:  https://www.montgomerycountymd.gov/DEP/water/ms4.html 
 
How was Kensington Estates selected for a project? 
The Kensington Estates neighborhood is in the Rock Creek watershed, which was one of the 
earliest watersheds in Montgomery County to be identified as being impaired. Much of the 
lower Rock Creek watershed has little to no stormwater management. Water drains into Rock 
Creek untreated. Because of the poor condition of Rock Creek and the lack of stormwater 
management, the watershed was targeted for treatment. The Kensington Estates neighborhood 
was selected for Green Streets based on analysis of neighborhoods within the watershed. These 
neighborhoods were assessed on a variety of factors, including:  stream condition, existing 
stormwater management, road slope, right‐of‐way‐width, road width, tree canopy, etc. More 
information on the County strategy for managing stormwater can be found here: 
https://www.montgomerycountymd.gov/DEP/water/county‐implementation‐strategy.html 
 
How are sites selected? 
Sites for a Green Streets project are selected based on drainage area, space, and feasibility. 
Stormwater needs to drain to a site for it to be considered. For this reason, a site at or close to 
the top of a hill is typically not considered. There needs to be space available for a site to be 
considered. Utilities, trees, sidewalks, and other elements can limit the amount of space 
available, which may not allow enough room for a practice to be implemented. The soils at a 
site must infiltrate relatively quickly, or a connection for an underdrain must be close enough 
for a practice to be feasible. The many constraints can limit the number of potential sites for 
stormwater management, making each remaining site more critical in achieving water quality 
improvement goals. 



What are the plans to modify the end of Puller Drive? 
At this point the end of Puller Drive has only been identified as a potential site for a practice, 
and plans have not been developed for what will be implemented there. However, 
consideration may be given to closing off this stub street. Any plans will maintain access to the 
park from the neighborhood. 
 
What is the source of funding? 
The current source of funding for construction of Green Streets is County bonds, which are paid 
off through the Water Quality Protection Charge (WQPC). Some projects also receive funding 
from State grants. The WQPC is the long‐term source of funding. More information on the 
WQPC can be found here: 
https://www.montgomerycountymd.gov/DEP/water/wqpc.html 
 
Where will leaves go in the fall? 
The design process takes leaf collection along curbs into consideration and includes a clear 
space in front of every residence for leaves. If a property has a particularly high volume of 
leaves, we encourage residents to contact us to discuss ways of addressing this.  
 
Will any trees be lost? 
Yes. However, these are limited to trees of low value. Trees are assessed during the planning 
and design process. Trees that are in poor health, are low quality, or are very small, may be 
considered for removal if they are in a location that would otherwise be well suited for a Green 
Streets practice. High quality trees in good health are not considered for removal. 
 
What volume can each structure absorb or divert (given an inch of rain, for example)? 
The primary design goal for each structure is to treat the Water Quality volume (WQv). The 
WQv is the amount of water that runs off a drainage area during 1 inch of rain. If possible, the 
designs also attempt to meet the Environmental Site Design volume (ESDv) which is sized to 
capture and retain enough runoff to replicate woods in good condition. Due to space 
constraints, the practices are not always able to meet these goals. The volume of water that a 
given practice can treat can vary substantially, but a fairly typical range may be about 100 to 
200 cubic feet (750 to 1500 gallons). 
More information on WQv can be found here:  
http://mde.maryland.gov/programs/Water/StormwaterManagementProgram/MarylandStorm
waterDesignManual/Documents/www.mde.state.md.us/assets/document/chapter2.pdf 
More information on ESDv can be found here: 
http://mde.maryland.gov/programs/Water/StormwaterManagementProgram/MarylandStorm
waterDesignManual/Documents/www.mde.state.md.us/assets/document/Design%20Manual%
20Chapter%205%2003%2024%202009.pdf 
 
 
 
 
 



Which structures are most effective? 
It depends. Bioretention and tree box filters both have underdrains. The faster infiltration rates 
associated with these practices can potentially treat a greater volume of water. However, 
slower infiltration rates which may occur in rain gardens may remove some pollutants more 
effectively. If an underdrain is feasible, these are typically installed as part of a practice. Where 
an underdrain is not feasible, soil infiltration rates must be sufficiently high in order for a 
practice to be constructed. 
 
Do the installations pose trip hazards? 
The Green Street practices are designed to have gentle side slopes and incorporate buffers 
from walking surfaces in order to minimize any potential safety hazard. 
 
Can a sidewalk to the street bridge a swale? 
Yes. It is possible, and has been done in some cases. However, this is not a typical condition, 
and in most cases would be avoided. 
 
How hard is it to maintain the area around each installation? 
Maintenance of the areas around the practices should remain similar to current maintenance 
practices. In most cases, it will consist only of mowing turf. 
 
How can MoCo maintain the many sites planned when it cannot complete simple road 
maintenance? 
The Department of Environmental Protection (DEP) has a dedicated funding source for the 
Green Streets maintenance through the Water Quality Protection Charge (WQPC). DEP is 
committed both organizationally and financially to maintaining the Green Streets practices for 
the long term. 
 
Better use of budget:  semi‐annual check, biennial replanting as needed? 
The Department of Environmental Protection (DEP) currently maintains Green Streets practices 
on about a monthly basis, with reduced maintenance frequency in the winter. Residents do not 
need to maintain the practices, but if they want to help with maintenance, they should refer to 
the following fact sheet:  
https://www.montgomerycountymd.gov/DEP/Resources/Files/PostersPamphlets/green‐
streets‐fact‐sheet.pdf 
 
Can homeowners put plants into a rain garden if the planting dies? 
Homeowners are discouraged from planting in Green Streets practices as the Department of 

Environmental Protection (DEP) is responsible for maintaining them. If residents wish to add 

plantings to the Green Streets practices, such as flower bulbs, annuals, or perennials, they 

should first contact the DEP maintenance team for permission so efforts can be coordinated, as 

replacements or additions may already be planned. There is a limited palette of plants that 

survive under these harsh conditions. There is always a risk, as well, that the maintenance crew 

may weed out something unfamiliar to them. 



Who does the homeowner contact if a rain garden needs maintenance? 

The Department of Environmental Protection will be performing maintenance on about a 

monthly basis. However, if additional maintenance is needed or if there are any issues that 

need to be addressed, homeowners should call 311 or email 

askdep@montgomerycountymd.gov 

 
What rights and responsibilities do homeowners have? 
Homeowners are responsible for mowing turf and removing snow from sidewalks in the right‐
of‐way (ROW). For most other work within the ROW, homeowners must apply for a ROW 
permit:  https://permittingservices.montgomerycountymd.gov/DPS/road/DrivewayPermit.aspx 
 
What rights and responsibilities does the County have? 
The County may consider the use of the right‐of‐way (ROW) in order to provide public services. 
In the case of Green Streets, the public service is improved water quality in our streams. The 
County is responsible for trees, utilities, sidewalks, curbs, and Green Streets practices in the 
ROW. 
 
How long have these designs been in use, and how have they evolved? 
The Maryland Department of the Environment (MDE) has required the use of these types of 
practices (rain gardens, bioretention, etc.) since 2007. The Montgomery County Department of 
Environmental Protection (DEP) has been using them in street rights‐of‐way since 2010. The 
specific designs have been evolving to best meet project goals and resident needs. 
 
Will the County enforce building regulations (straw on bare soil)? 
Yes. The County is held to the same regulations as anyone else and goes through the same 
permitting and inspection processes that a private developer would. During construction of 
Green Streets practices, bare soil is typically covered with mulch, sod, or plastic sheeting. 
 
Does the County plan to issue lids for recycling bins for mosquito control? 
No. If water collecting in recycling bins is a problem, we recommend drilling holes in the bottom 
of the recycling bins or turning the bins over while not in use. 
 


