Alternative 9 Iypical Sections

2 LANES VARIES , 2 LANES L5 4 )

EXISTING SOUTHBOUND ROADWAY EXISTING NORTHBOUND ROADWAY SHARED-USE PATH
Q. 3

- =122

R/W VARIES

MIDCOUNTY HIGHWAY (MD 124) TYPICAL SECTION
FROM GOSHEN ROAD TO MONTGOMERY VILLAGE AVE.

138’ RIW (MIN.)

MIDCOUNTY HIGHWAY TYPICAL SECTION
FROM MONTGOMERY VILLAGE AVE. TO WATKINS MILL ROAD / GERMANTOWN ROAD

SOUTHBOUND ROADWAY NORTHBOUND ROADWAY
9

102’ RIW (MIN.)

MIDCOUNTY HIGHWAY TYPICAL SECTION
FROM WATKINS MILL ROAD / GERMANTOWN ROAD TO RIDGE ROAD (MD 27)

38
WESTBOUND ROADWAY
14 N 12 N 12’ 16’ N 12’ 3 LANES

EXISTING ROADWAY

R/W VARIES

RIW LINE
T .

MIDDLEBROOK ROAD TYPICAL SECTION
FROM MD 355 TO ROAD TO MIDCOUNTY HIGHWAY




