[bookmark: _GoBack]General Comments on Glove Design and Sizing


Proper Sizing 
Proper sizing is a key element in the dexterity of the glove. It is important that the glove be the proper size for the individual. Proper sizing appears simple, but is complicated by ease of doffing and donning, finger length, thumb design and outer shell materials. It is common for firefighters to choose gloves that are too large because they are easier to doff and don. 

However, sloppy fitting gloves are just as unsafe as gloves that are too small. When the gloves are too big, firefighters tend to take them off to do routine operations, leaving their hands exposed to injury. Firefighters take the gloves off because they cannot feel what they are doing. 

Some firefighters choose gloves that are sized too small. Usually, this involves the firefighter not utilizing his wristlets, leaving that vulnerable interface area exposed. More importantly, the choice of gloves that are sized too small leaves the hands subject to burns because it compresses the thermal protection. Even with gloves that are sized too small, many firefighters are still taking their gloves off to complete many routine tasks.

When you take all of these issues into consideration, gloves sound really complicated. That is because gloves are very complicated and a key element of the ensemble. It is important that firefighters understand key areas of glove design so that they will understand the limitations to dexterity and tactility. 

Lastly, firefighters also need to practice structural functions in their gloves as much as possible so that they are comfortable with the gloves. Remember, there is no protection at all if you take them off.

How to Size Firefighter Gloves
The most efficient way to assure proper glove fit is to a sizing set of gloves.
Have on hand sizes:		SM
MD
				LG
				XL
				2X

If the gloves are slightly uses and broken in all the better.

Hand should feel the glove everywhere, but not so tight is to prevent finger movement or balling of fist. 

Look at the space between the fingers to see if the material of the glove is deep enough between the fingers to the crotch area and is close to bottom of the V formed between your fingers.

Doffing and Donning
Designs that ease doffing and donning directly affect grip. The designs that have wide hand openings or are wider in the palm decrease the gripping power. In addition, some soft and fuzzy liner systems may actually take away some gripping power. If the hand is allowed to slide about and move within the glove, the gripping power is reduced. 

Textured liner systems have better gripping power, but at the cost of ease of doffing and donning. There are gloves that provide great palm dexterity when donned, but getting the gloves donned can be difficult and perhaps impossible with wet hands. 
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